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A. Disconnect existing wiring in cabinei. Pull back existing interconnect cables from cabinet
and ocross the existing spans looping the interconnect going north orto the strain pole
on the neriheast guodrant and looping the interconnect going south onto the strain pele
on the southeost guadrant. Remove cabinet, contreoller and foundation. Cap and abanden
existing conduit. GENERAL NOTES:
B. Instali NEMA size "6" bose-mounted cabinet and controller with alinecessary equipment as Lo ) ) . .
shown. (Note: 2-2", 90° polyvinyl chloride (Schedule 80) bends ond 2-4", 90° polyvinyl A. The existing traffic signal is to be turned off prior
chioride (Scheduie 80) bends) to its modification. The District is to install temporary
C. Remove existin% span wire, signs, traffic signcl heads and associoied wiring and install rew 'STOP" signs on the sidestreets.
span wire and tratfic mgnclhecds as shown. Note: Existing mgns are to be removed from
existing spans and installed onto new span wire as shown. Allsignols ond signs {except for B. Allstopfines and créosswalks cre to be replaced ot
D3-2 sign) are to be tethered using Y" tether ccble. thier present location
D. Remove existing span wire ond install new span wire as shown, c This i o fo th ot trafii ] built
E. Remove existing pedestrian signal from steelstrain pole and installnew in existing location - s IS drevision to € existing trattic signdioul
in 1976.
as shown.
F. Use existing steel strain pole. D. "D.0." indicates delay output loop detector.
G. Install 3" bend into existing pole base. (Cap and cbandon existing conduit.)
lnstall handhole. Extend existing 4" gaolveanized conduit crossing under CheonnelBuoy to this
handhole using 4" polyvinyl chloride (Scheduie 80) conduit. 7
J. Install 4" polyvinyl chloride electrical conduit (Schedule 80} (trenched). ' ' ' T =]
REVISION "E" , REVISIONS APPROVALS
K. Install 3" polyvinyl chioride electrical conduit (Schedule 80) (trenched). ; ® 1= - - - — . A MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
L. Install 2" polyvinyl chloride electrical conduit (Schedule 80) lirenched). e EEP“‘ SPAN WIRE AND STGNALS . | ) Office of Traffic & Safefy
M. ;?emove existing hcnth?led It mllbbe deterTir&ed tm ’{Ee field if idhe iﬁcd tm fr?m the [:lsresenset / RR? [ AE807 l/{/";@/;l I%{Hlﬂiﬁé% ST. CHEF TEDD 55339“
op on Channel Buo cad can be re-routed into e proposed ccbinet or 1f a new loop mus e :
UTILITY LEGEND boe F?nstczﬂed (See Dye’mll ‘H" for further direction.} Prop - ] 5/8;E;ER TD SPECIAL PROVISIONS <<\' TRAFFIC ENGINEERING DESIGN DIVISION
N. Wse existing handhole. SHA ND.: AW-678-501-085 = ,
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P, Use existing 115" galvanized steel conduit. STREET TRA/_—/_—/C STUD/ES LTD ADD 1/C 7D WORK WITH JAMESTOWN. GOLD COAS] -
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5 5 SEWER MAIN Q. Instalipavement markings in their existing locotion ¢s shown. cat Internationd] SHA NO.: AW 528-506-185 - DRAWN BY: SERIO & KAPLAN COUNTY: __WORCESTER TS No. “:IEET NO g
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E € ELECTRIC CABLES R. Existing overhead electriccl service by DP&L. 1302 Concourse Drive. Suite 104 SR | I I l CHECK BY: ?@ LOG MILE: 23052802.34 .
A A AERIAL CABLES Linthicum, Maryland 21090 oo ,
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